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Vertical Machining Center

Foundation & Evolution

JEEXNI Technology Co., Ltd. was established by Mr. S. C. Chen in year 2000, which specialized
in Machine Tools for R & D and production technology. We attach importance on Enterprise
growth, quality control and market competition, JEENXI innovate new products with high
precision and high speed CNC Machining Centers.

Furthermore, our professional experience and after sale service enhance the worldwide
sales network through Mainland China, South-East Asia, Japan, Europe and Taiwan
domestic market.

Expectation for Future S S “Ilml lii
Innovation is the main management policy to reach our goal that become the No. 1 in :
the filed of Machining Center manufacturing. JEENXI provide fast and professional

service support, we also listen to customers requirement and demand and consider
the variety of machinery market to keep in growth. Our team conscientious and

Strict Quality Control

carefully ask ourselves to gain customers and partners’ approval of our work, . ) . ) . . .
Geometric Accuracy Inspection, Spindle Balancing Adjustment, Ball Bar Test, Laser Inspection, Cutting Test.

SURE WIN will be the positive reward for your support.

] LASER INSPECTION
R & D, Manufacturing
JEENXI integrated products lines of Vertical Machining Centers with
the features of High Precision, High Quality, High Efficiency. "“-I .
Vertical Machining Center Products:
1) Linear guide way series: e
Unit:

JHV-550APC / JHV-550/ JHV-710 / JHV-800 / JHV-850 / e

JHV-1020 / JHV-1300 / JHV-1500 / JHV-1600 / JHV-1800 / Certificate of S0 9001:2000 Certificate of GOOD DESIGN PRODUCT Awarded of TAIWAN EXCELLENCE

JHV-2000

) it ”""E i GOOD DESIGN PRODUCT

2) Box way series: pro= R

JMV-1100/ JMV-1200 / JMV-1300 / JMV-1400 / 5 i A © - = l.

JMV-1600 / JMV-1800
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= = o = SYMBOL OF EXCELLENCE
Awarded Model: JHV-550APC, JHV-1020, JHV-1300, JHV-2000
Patent Certificate
1-: E. :Tﬁ. : _- v- - - . (= o - e B - s = -
i | iFII"IF i :. r:..r.-!_"..' !.u; 0 -i-at _* ':'I ,_-_‘ [(EE N ERR S i-l'
]

T 4

i =
T e e e e e

P e P

w, e
b i
e

i
13
-
S _
F = 4 . 3

02



Sunmill

JHV-550APC JHV-550 JHV-7I10 JHV-800 JHV-850 JHV-1020 JHV-I1300 JHV-I500 JHV-1600 JHV-1800 JHV-2000

X axis 550mm X axis 550mm X axis 710mm X axis 800mm X axis 850mm X axis 1020mm X axis 1300mm X axis 1500mm X axis 1600mm X axis 1800mm X axis 2000mm
Y axis 400mm Y axis 400mm Y axis 460mm Y axis 500mm Y axis 550mm Y axis 550mm Y axis 750mm Y axis 750mm Y axis 750mm Y axis 900mm Y axis 900mm
Z axis 460mm Z axis 460mm Z axis 560mm Z axis 580mm Z axis 580mm Z axis 580mm Z axis 700mm Z axis 700mm Z axis 700mm Z axis 750mm Z axis 750mm

(1000mm opt.) (1000mm opt.)
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JMV-1600 JMV-I800
X axis 1600mm X axis 1800mm

.'\F\, ' Y axis 850mm Y axis 850mm
}:_' Z axis 750mm Z axis 750mm
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Linear Guideway Series

SYMBOL OF EXCELLENCE
2010

Sunmill
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JHV-550APC

Xaxis 550mm /Y axis400mm /Z axis460mm

JHV-550
Xaxis 550mm /Y axis400mm / Z axis 460mm

Specifications

Sunmill

MODEL UNIT JHV-550APC JHV-550
3-Axes travel Linear guideways Linear guideways
X axis travel mm 550 550

Y axis travel mm 400 400

Z axis travel mm 460 460
DR Lonadls | mm 120-580 120-580
TABLE Auto Pallet Changer

Table area mm 600x400 650x410
Max. load kgs 200x2 250

T-slot mm 3x14x100 3x14x100
Pallet changing time sec 7 --

Pallet exchange method 180° changing (rotary) --
SPINDLE

Spindle taper type BT-40 BT-40
Speed - belt type rpm 8000/10000 8000/10000
Speed - direct drive rpm 10000/12000/15000 10000/12000/15000
Spindle motor kw 55/7.5 55/7.5
Spindle cooling type oil cooler oil cooler
FEED RATE

Rapid traverse (X/Y/Z) | m/min 36/36/36 36/36/36
Cutting feed rate mm/min 1-15000 1-15000
(EANG Sy servomotor | 1.2/1.2/1.8 1.2/1.2/1.8
e e 1.5/1.5/2 1.5/1.5/2

ATC

Magazine type type Arm Carousel Arm
Tool magazine capacity | pcs 24 16 24
Max. tool diameter mm 76 /150 100/150 76 /150
Max. tool length mm 250 250 200
Max. tool weight kgs 7 7 f
Tool selection type Random Fixed-type Random
OTHER

Power consumption KVA 20 20
Machine dim (LxWxH) mm 2000x2960x2740 1900x2450x2600
Machine weight kgs 3750 3400

Design and specifications are subject to change without prior notice.
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Linear Guideway Series

JHV-710
Xaxis 710mm /Y axis 460mm / Z axis 560mm

JHV-800
X axis 800mm /Y axis 500mm / Z axis 580mm

Specifications

Sunmill

MODEL UNIT JHV-710 JHV-800
3-Axes travel Linear guideways Linear guideways
X axis travel mm 710 800

Y axis travel mm 460 500

Z axis travel mm 560 580
RS es sl | mm 120-680 120-700
TABLE

Table area mm 760x420 900 x 500
Max. load kgs 450 500

T-slot mm 3x14x126 5x18x100
SPINDLE

Spindle taper type BT-40 BT-40
Speed - belt type rpm 8000/ 10000 8000/ 10000
Speed - direct drive rpm 10000/12000/15000 10000/12000/15000
Spindle motor kw 55/7.5 ol 1A
Spindle cooling type oil cooler oil cooler
FEED RATE

Rapid traverse (X/Y/Z) | m/min 30/30/24 30/30/24
Cutting feed rate mm/min 1-15000 T=185Q00
(EANGEyS servomotor | oy 1.2/1.8/2.5 (.2 /. 12eNSas
MTEGBIsE e Mo | kw 15/15/2 k5, / 15N
ATC

Magazine type type Carousel Arm Carousel Arm
Tool magazine capacity | pcs 16 24 16 24
Max. tool diameter mm 100/150 76 /150 100/150 76 /150
Max. tool length mm 250 250 250 250
Max. tool weight kgs 7 7 7 7
Tool selection type Fixed-type Random Fixed-type Random
OTHER

Power consumption KVA 20 20
Machine dim (LxWxH) mm 2340x2450x2750 2340x2570x2770
Machine weight kgs 4200 4500

Design and specifications are subject to change without prior notice.
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Linear Guideway Series Sunmill

Specifications

JHV-850 MODEL UNIT JHV-850 JHV-1020
Xaxis 850mm /Y axis 550mm /Z axis 580mm 3-Axes travel Linear guideways Linear guideways
X axis travel mm 850 1020
! Y axis travel mm S5 550
“ ! Z axis travel mm 580 580
=2 Distance from sgindle | 120-700 120-700
m; TABLE
- Table area mm 1020 x 550 1190 x 550
-I =1 Max. load kgs 600 800
"—"I_'—'l T-slot mm 4x18x125 4x18x125
SPINDLE
Spindle taper type BT-40 BT-40
Speed - belt type rpm 8000/10000 8000/10000
Speed - direct drive rpm 10000/12000/15000 10000/12000/15000
Spindle motor kw 7.5/ 11 mSpklil
Linear guideways type Spindle cooling type oil cooler oil cooler
FEED RATE
JHV-I an Rapid traverse (X/Y/Z) | m/min 30/30/24 30/30/24
Xaxis 1020mm /Y axis 550mm / Z axis 580mm Cutting feed rate mm/min 1-15000 1-15000
@ (EANG /e servomotor | oy 1.8/1.8/2.5 1.8 /. 1.8V42%5
GOOD DESIGN PRODUCT 1 ?M?{réuaéllsssHel;V omotor | jw 3.5/35/3.5 35/35/3.5
_ ATC
. Magazine type type Carousel Arm Carousel Arm
Stunmill — : Tool magazine capacity | pcs 16 24 16 24
e Ll Max. tool diameter mm | 100/180 76 /150 100 /180 76 /150
+ | - Max. tool length mm 250 250 250 250
} Vi I Max. tool weight kgs 7 7 7 7
4 f : e Tool selection type Fixed-type Random Fixed-type Random
Roller type (opt.) JHV-1020 OTHER
Power consumption KVA 20 20
Machine dim (LxWxH) mm 3310x2650x2950 3310x2650x2950
Machine weight kgs 6200 6800

Design and specifications are subject to change without prior notice.
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Linear Guideway Series

5 JHV-1300
@ =;o\£-'- Xaxis 1300mm /Y axis 750mm / Z axis 700mm
N*
GOOD DESIGN PRODUCT SYMBOLO:EXCELLENCE JHV‘IBOO

2009

Xaxis 1500mm /Y axis 750mm / Z axis 700mm

JHV-1300/1500
(Rear chip conveyor)

JHV-1600
Xaxis 1600mm /Y axis 750mm / Z axis 700mm

Specifications

Sunmill

MODEL UNIT JHV-1300 JHV-1500 JHV-1600
3-Axes travel Linear guideways | Linear guideways | Linear guideways
X axis travel mm 1300 1500 1600

Y axis travel mm 750 750 750

Z axis travel mm 700 700 700
o msRImEI ol im 150-850 150-850 120-820
TABLE

Table area mm 1300x 750 1500 x 750 1650 x 750
Max. load kgs 1000 1000 1200

T-slot mm 5x18x150 5x18x 150 5x18x125
SPINDLE

Spindle taper type BT-40 BT-40 BT-40
Speed - belt type rpm 8000/10000 8000/10000 8000/10000
Speed - direct drive rpm - 110000/12000/15000 | 10000/12000/15000 | 10000/12000/15000
Spindle motor kw 7.5/ 11 715y N 11/15
Spindle cooling type oil cooler oil cooler oil cooler
FEED RATE

Rapid traverse (X/Y/Z) | m/min 24 /2424 24 /24 /24 2424 /24
Cutting feed rate mm/min 1-15000 1-15000 1-15000
(EANGEyS servomotor | oy 41417 41417 41417
MTEGBIsE e Mo | kw 45/45/7 45/45/7 45/45/7
ATC

Magazine type type |Carousel Arm |Carousel| Arm |Carousel Arm
Tool magazine capacity | pcs 16 24 16 24 16 24
Max. tool diameter mm [100/180| 76/150 |[100/180| 76/150 |[100/180| 76/150
Max. tool length mm 300 300 300 300 300 300
Max. tool weight kgs 7 7 7 7 i 7
Tool selection type |Fixed-type| Random |Fixed-type| Random |Fixed-type | Random
OTHER

Power consumption KVA 30(40 opt.) 30(40 opt.) 40
Machine dim (LxWxH) mm | 4000x3740x2900 | 4000x3740x2900 | 4400x3030x3480
Machine weight kgs 9000 10000 11000

Design and specifications are subject to change without prior notice.
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JHV-1I800

Xaxis 1800mm /Y axis 900mm /
Z axis 750mm(1000mm opt.)

JHV-2000

X axis 2000mm /Y axis 900mm /
Z axis 750mm(1000mm opt.)

@ G

GOOD DESIGN PRODUCT  SymBoL OF EXCELLENCE

2009

Sunmill

Linear Guideway Series

Specifications

Sunmill

MODEL UNIT JHV-1800 JHV-2000
3-Axes travel Linear guideways (X, Y) + Box way (Z)

X axis travel mm 1800 2000

Y axis travel mm 900 900

Z axis travel mm 750 (1000 opt.) 750 (1000 opt.)
Spindle nose to table surface| mm 150-900 (150-1150 opt.) 150-900 (150-1150 opt.)
Spindle center to column surface| mm 950 950
TABLE

Table area mm 1850 x 900 2050 x 900
Max. load kgs 2500 3000

T-slot mm 6x18x145 6x18x145
SPINDLE

Spindle taper type BT-50 BT-50
Spindle speed rpm 6000 6000
FEED RATE

Rapid traverse (X/Y/Z) | m/min 24 /24 /15 24 /24 /15
Cutting feed rate mm/min 1-7000 1-7000

ATC

Magazine type type Arm Chain

Tool magazine capacity | pcs 24 J2(opk)
Max. tool diameter mm 110-220 125-220
Max. tool length mm 300 300

Max. tool weight kgs 15 15,
MOTOR

Spindle motor kw 11/15 {57 818
X/YIZ axis motor kw 71717 Fd
BALL SCREW

Diameter of X, Y, Z axis mm 50 50

Pitch of X, Y, Z axis mm 10 10
GUIDEWAYS

Width of linear guideways (X, Y)| mm 45(8 blocks for each axis) 45(8 blocks for each axis)
Width of box ways (Z2) mm 140 (55 thickness) 140 (55 thickness)
OTHER

Machine dim (LxWxH) mm 5800x4000x3650 5800x4000x3650
Machine weight kgs 17500 18500

Design and specifications are subject to change without prior notice.
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Box Way Series

JMV-II00
Xaxis1100mm /Y axis 600mm / Z axis 600mm "

JMV-1100

JMV-1300
Xaxis 1300mm /Y axis 650mm / Z axis 600mm

JMV-1300

Specifications

Sunmill

MODEL UNIT JMV-1100 JMV-1300
3-Axes travel Box ways Box ways

Xaxis travel mm 1100 1300

Y axis travel mm 600 650

Z axis travel mm 600 600

D e e O 120-720 120-720
TABLE

Table area mm 1250 x 650 1450 x 650

Max. load kgs 880 1000

T-slot mm 5x18x125 5x18x125
SPINDLE

Spindle taper type BT-40 BT-50 (opt.) BT-40 BT-50 (opt.)
Spindle speed rpm 8000 6000 (opt.) 8000 6000 (opt.)
Spindle drive type belt type belt type

Spindle motor kw 7.5/ 11 11/15

Spindle cooling type oil cooler oil cooler

FEED RATE - B

Rapid traverse (X/Y/Z) | m/min 18/18 /15 REsASS
Cutting feed rate mm/min 1-10000 1-10000
i&XNﬁg’fssewo motor kw 25/25/2.5 3/ 38
MTEOBISE MO | kw 3.5/3.5/3.5 3.5/35/3.5

ATC

Magazine type type Carousel Arm Carousel Arm
Tool magazine capacity | pcs 16 24 16 24
Max. tool diameter mm 100/180 76 /150 100 /180 76 /150
Max. tool length mm 300 300 300 300
Max. tool weight kgs 7 7 7 il
Tool selection type Fixed-type Random Fixed-type Random
OTHER N
Power consumption KVA 20 20

Machine dim (LxWxH) mm 3430x2560x2870 3700x2560x2870
Machine weight kgs 7500 8000

Design and specifications are subject to change without prior notice.

16



17

Box Way Series

JMY-1400

JMV-I1200
Xaxis 1200mm /Y axis 720mm / Z axis 610mm

JMV-1400
Xaxis 1400mm /Y axis 720mm / Z axis 610mm

Specifications

Sunmill

MODEL UNIT JMV-1200 JMV-1400
3-Axes travel Box ways Box ways

X axis travel mm 1200 1400

Y axis travel mm 720 720

Z axis travel (#40) mm 610 610

Z axis travel (#50 opt.) mm 680 680
shipaetgye@Pe | mm 150-760 150-760
Sirface (#50 opt C | mm 170-850 170-850
e 745 745
TABLE

Table area mm 1350 x 700 1550 x 700
Max. load kgs 1600 2000

T-slot mm 5x18 x130 5x18 x130
SPINDLE

Spindle taper type BT-40 (#50 opt.) BT-40 (#50 opt.)
Spindle speed (#40, belt type), rpm 8000 (10000/ 12000 opt.) 8000 (10000/ 12000 opt.)
50 belimoe / gear head)| TPM 6000 (opt.) 6000 (opt.)
Spindle motor kw 11/15 RS
Spindle cooling type oil cooler oil cooler
FEED RATE

Rapid traverse (X/Y/Z) | m/min 18/18 /15 18 /' 18NERS
Cutting feed rate m/min 1-10000 1-10000

X, Y, Z axis motor kw 3/3/3 B /3%
ATC

Magazine type type Carousel Arm Carousel Arm
Tool magazine capacity | pcs 16 24 16 24
Max. tool diameter mm 100/180 76 /150 100/180 76 /150
Max. tool length mm 300 300 300 300
Max. tool weight kgs 7 7 7 7
OTHER

Power consumption KVA 30 30
Machine dim (LxWxH) mm 3900x3650x2845 4100x3650x2845
Machine weight kgs 8500 9500

Design and specifications are subject to change without prior notice.
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Box Way Series

JMV-1600

Xaxis1600mm/Y axis 850mm /

Z axis 750mm

JMV-1I800

X axis1800mm /Y axis 850mm /

Z axis 750mm

Specifications

Siunmill

by
i
iy
i
i
1l

EEEFESF

MODEL UNIT JMV-1600 JMV-1800
3-Axes travel Box ways Box ways

X axis travel mm 1600 1800

Y axis travel mm 850 850

Z axis travel mm 750 750

Spindle nose to table surface| mm 150-900 150-900
Spindle center to column surface| mm 950 950

TABLE

Table area mm 1800 x 850 2000 x 850
Max. load kgs 2000 2500

T-slot mm 5x18 x 150 5x18 x 150
SPINDLE

Spindle taper type BT-50 BT-50
Spindle speed rom 6000 6000
Spindle drive type Belt Gear head(opt.) Belt Gear head(opt.)
Spindle motor kw 15/18.5 15/18.5
Spindle cooling type oil cooler oil cooler
FEED RATE

Rapid traverse (X/Y/Z) | m/min 18/18/15 TeV=hEy St
Cutting feed rate mm/min 1-10000 1-10000
Ballscrew dia./pitch mm @50/10 @50/10

XIYIZ axis servo motor (FANUC)|  kw 71717 7 LI

ATC

Magazine type type Arm Chain(opt.) Arm Chain(opt.)
Tool magazine capacity | pcs 24 32 24 82
Max. tool diameter mm 100/200 125/220 100/200 125/220
Max. tool length mm 300 300 300 300
Max. tool weight kgs 15 15 15 s
Tool selection type Random Random
OTHER

Power consumption KVA 40 40

Machine dim (LxWxH) mm 4520x3510x3345 4920x3510x3345
Machine weight kgs 14000 16000

Design and specifications are subject to change without prior notice.
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Standard and Optional Accessories I

JHV-550APC / JHV-550
JHV-710/JHV-800

Standard Accessories

Full splash guard

Spindle speed 8000 rpm, BT40
Spindle motor 5.5/7.5 kw

Armless type ATC 16 tools, BT40
Arm type ATC 24 tools (JHV-550APC)
Auto pallet exchanger (JHV-550APC)
Rigid tapping

Cooling system

Auto lubrication system

Spindle oil cooler unit

Heat exchanger

Telescopic covers for 3 axes

Work lamp

Three-color call light

Tool box

Coolant gun

Drawer type chip conveyor (JHV-550)
Screw type chip conveyor + chip cart
(JHV-710/800)

Chain type chip conveyor + chip cart
(JHV-550APC)

Optional Accessories

Transformer
CE mark

Armless type ATC 20 tools
(JHV-710/800)

Arm type ATC 24 tools
(JHV-550/710 / 800)

Belt type spindle speed
10000/ 12000 rpm

Direct drive spindle speed
12000/ 15000 rpm

Built-in type spindle speed
24000/30000 /36000 rpm

® Rear coolant flushing device
® Oil skimmer

Coolant through spindle

(with sealed splash guard)

Screw type chip conveyor + chip cart
Chain type chip conveyor + chip cart
Roller type linear guideway

JHV-850/JHV-1020

Standard Accessories

Full splash guard

Spindle speed 8000 rpm, BT40
Spindle motor 7.5/ 11 kw
Armless type ATC 16 tools, BT40
Rigid tapping

Cooling system

Auto lubrication system
Spindle oil cooler unit

Heat exchanger

Telescopic covers for 3 axes
Work lamp

Three-color call light

Tool box

Coolant gun

Screw type chip conveyor

Optional Accessories

Transformer

CE mark

Armless type ATC 20 tools, BT40

Arm type ATC 24 tools, BT40

Spindle motor 11/ 15 kw

Spindle motor 15/ 18.5 kw

Belt type spindle speed

10000/ 12000 rpm

® Direct drive spindle speed
12000/ 15000 rpm

® Built-in type spindle speed
16000 /20000 /24000 /30000 rpm

® Rear coolant flushing device

® Qil skimmer

Coolant through spindle

(with sealed splash guard)

Chain type chip conveyor + chip cart

The 4th axis rotary table

The 4th and 5! axis rotary table

ZF gear box

Roller type linear guideway

JHV-1300/JHV-1500
JHV-1600

Standard Accessories

Full splash guard
Spindle speed 8000 rpm, BT40

Spindle motor 7.5/ 11 kw
(JHV-1300/ 1500)

Spindle motor 11/ 15 kw (JHV-1600)
Armless type ATC 16 tools, BT40
Rigid tapping

Cooling system

Auto lubrication system

Spindle oil cooler unit

Heat exchanger

Telescopic covers for 3 axes
Work lamp

Three-color call light

Tool box

Coolant gun

Screw type chip conveyor

Optional Accessories

Transformer

CE mark

Armless type ATC 20 tools, BT40 or BT50
Arm type ATC 24 / 30 tools, BT40 or BT50
Spindle motor 11 /15 kw (JHV-1300/1500)
Spindle motor 15/ 18.5 kw

Spindle motor 18 /23 kw

Belt type spindle speed

6000 rpm, BT50

Belt type spindle speed

10000/ 12000 rpm, BT40

Direct drive spindle speed

12000/ 15000 rpm, BT40

Built-in type spindle speed
16000/20000/24000/30000 rpm

e Rear coolant flushing device
e Oil skimmer

Coolant through spindle
(with sealed splash guard)
Chain type chip conveyor + chip cart
The 4t axis rotary table

The 4th and 5% axis rotary table

ZF gear box

Roller type linear guideway

JHV-1800/ JHV-2000

Standard Accessories

e Full splash guard

® Roller type linear guideway for X,
Y axes

Box way for Z axis

Belt type spindle speed 6000 rpm,
BT50

Spindle motor 11 /15 kw (JHV-1800)
Spindle motor 15/ 18.5 kw (JHV-2000)
Arm type ATC 24 tools, BT50
Rigid tapping

Cooling system

Auto lubrication system

Spindle oil cooler unit

Heat exchanger

Telescopic covers for 3 axes
Work lamp

Three-color call light

Tool box

Coolant gun

Screw type chip conveyor

Optional Accessories
Transformer
CE mark
Chain type ATC 32 /40 tools, BT50
Spindle motor 15/ 18.5 kw
Spindle motor 18 / 23 kw
Belt type spindle speed
8000 rpm, BT50
® Direct drive spindle speed
10000/ 12000 rpm, BT50
® Rear coolant flushing device
® QOil skimmer
Coolant through spindle
(with sealed splash guard)
Chain type chip conveyor + chip cart
The 4t axis rotary table
The 4t and 5t axis rotary table
Z axis travel 1000mm
Spindle speed 8000 rpm, BT40
+ Arm type ATC 24 tools, BT40

Siunmill

JMV-1100/JMV-1200
JMV-1300/JMV-1400
JMV-1600/JMV-1800

Standard Accessories

Full splash guard

Belt type spindle speed 8000 rpm,
BT40 (JMV-1100~1400)

Belt type spindle speed 6000 rpm,
BT50 (JMV-1600/ 1800)

Spindle motor 7.5/ 11 kw (JMV-1100)
Spindle motor 11 /15 kw (JVV-1200~1400)
Spindle motor 15/ 18.5 kw (JMV-1600/1800)
Armless type ATC 16 tools, BT40

Arm type ATC 24 tools, BT50
(JMV-1600/ 1800)

Rigid tapping

Cooling system

Auto lubrication system
Spindle oil cooler unit
Heat exchanger
Telescopic covers for 3 axes
Work lamp

Three-color call light

Tool box

Coolant gun

Screw type chip conveyor

Optional Accessories

Transformer

CE mark

Armless type ATC 20 tools, BT40
Arm type ATC 24 / 30 tools,

BT40 or BT50

Spindle motor 11 /15 kw (JMV-1100)

e Spindle motor 15/ 18.5 kw (JMV-1200~1400)
® Belt type spindle speed

6000 rpm, BT50

Belt type spindle speed
10000/ 12000 rpm, BT40
Direct drive spindle speed
12000/ 15000 rpm, BT40
Rear coolant flushing device

e Qil skimmer

Coolant through spindle

(with sealed splash guard)

Chain type chip conveyor + chip cart
The 4th axis rotary table

The 4th and 5! axis rotary table

ZF gear box (JMV-1100/ 1300)

Gear box headstock

* Armless ATC not available
(JMV-1200/ 1400 / 1600 / 1800)
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