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ok i SPECIFICATIONS 2.0M /2.5M / 3.0M /3.6M/4.2M Automatic Bar Feeder
HER | GUIDE CHANNEL 13mm | 17mm | 21mm | 27mm | 33mm | 35mm | 37mm | 39mm | 43mm | 46mm | 52mm | 57 mm
EEtAE{E | BAR DIAMETER 5-12mm | 5-16 mm | 5-20 mm | 5-26 mm | 5-32 mm | 5-34 mm | 5-36 mm | 5-38 mm | 5-42 mm | 5-45 mm | 8-51 mm | 8-56 mm
S E | BAR CAPACITY 10 mm / 26 pes

1 RE | BAR LENGTH 2200 / 2700 / 3200 / 3800 /4400 mm

@A E | MACHINE WEIGHT 2.0M - B0ODkg / 2.5M - 900kg / 3.0M - 350kg / 3.6M - 1060kg / 4.2M - 1200kg

ZEEF# | AIR PRESSURE 6 kaf / cm? 70ps

=LA . TRANSMISSION SERVO MOTOR

i LUBRICANT FK ISO VG68/ FK HYDRAULIC OIL 68

FIFEEE | CAPACITY 38L (10 GALLON)

BIFELHEE | POWER CONSUMPTION 795W

EJR{HME | POWER SUPPLY 30 X 220V 50/60Hz
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Automatic Bar Feeder

ExEERIDB/RAT
BARLOAD MACHINE CO., LTD.

5-56 mm
MNo. 138, Wei-Hsin Road, Shi-Pai Li, Chang-Hua City, Taiwan 50080
50080%%1 o A hE EEAEETES 13851
TEL: +886-4-7384895 FAX: +886-4-7320282
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LEDIE iR ES i
LED-stripe Display Features Operative Status

» LEDEXN AT - BRI TENRE « BN
ZHBAR - ERAESHDIELEDEYCRRmEL
RAERE - PETFAREERER - (§7)

% Equipped with LED external display, message

shown on the HMI display like bar length, bar
position while fed. (patented)

Z BRI R

Clamping-device Requires Mo Adjustment

» MRIRYA)ERRE - BERIRA -
PR RIR GO -

¥ A beefed-up clamping structure.

R

2 ¥ =3

1310014
Ml Vemen  GASI00LEZ

BEERIARTE

Fuzzy Human Machine Interface

» BEENARER - RERFEE - TR
SIEERTURE - LIAEAEERRER -

» Multi-function features with
Human-machine-interface display. Friendly user.

Electrical System

» SIEE=FPLCEBIRES SR EIRE
BT =R TERUE -~ HO-FEE- &
AC B R PR 2E -

» All new functions : Mitsubishi PLC data bank.
Feeding position, torque and speed are accurately
and perectly interfaced with lathes.
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HYDRODYNAMIC BAR FEEDER
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Anti-vibration System

» VEIISRIEE » IkEMADABEE
HeFRHFELNERER » WoER
EZpoRELR -

» Easy adjusting " V type " anti-vibration, without
change-over.
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Movable Remote Controller

» BENTFER  BFEZMEE  HEAE
TH - EEERET - A5RE -

% Remote control box greatly increases operational
convenience and meets ergonomics plus a durable
holder.

- Adjustment-free for sizing bar materials. [patented)
+ Hidden-and-secured wirings.

- Speedy bar-change.

- Adjustable torque force and speed.

- Well-designed for separating lubricant drain and
remnant collection.
- CE certificated.




